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An exploration of warehouse automation
implementations: cost, service and flexibility issues
Introduction
Warehouses are important components of most supply chains. In terms of cost, they
represent approximately 20% of total logistics costs (ELA/AT Kearney, 2004 and
Establish/Davis, 2005), whilst in terms of service they are critical to the achievement
of customer service levels (Frazelle, 2001), particularly as distribution centres are
often the final point in the supply chain for order assembly, value added services and
despatch to the customer. Automation is reasonably commonplace in large
warehouses, particularly with regard to conveyor / sortation, and automated storage
and retrieval systems, with each of these types of equipment being present in more
than a third of large warehouses (Baker, 2004a). However, in spite of this
significance in supply chains, warehouse automation has received relatively little
research attention and this paper sets out to review the literature in this area and to
explore the reasons for automation, how companies undertake automation projects,
and the factors that may be relevant in their successful implementation.
Warehouse automation has been defined as “The direct control of handling
equipment producing movement and storage of loads without the need for operators
or drivers” (Rowley, 2000, p. 38) and this is the definition used in this paper. The
term warehouse automation therefore includes equipment such as automated storage
and retrieval systems (AS/RS), automated guided vehicles (AGVs), and conveyorised
2sortation systems, but excludes technology where warehouse operators are still
necessary (such as warehouse management systems per se and radio data terminals).
Warehouse automation
Warehouses perform a number of different roles in supply chains as identified by
Higginson and Bookbinder (2005), namely as:





 Returned good depots
 Centres for miscellaneous activities, such as repairs and factory-outlet
A report by Maltz and DeHoratius (2004) indicates that the trend is towards more
added value services and cross-docking activities. Whilst this trend may be
discernible generally, survey results in the UK suggest that value added services,
whilst widespread, are fairly minor in nature and that cross-docking only applies to a
minority of the throughput of large distribution centres (Baker, 2004b).
Some insight into these trends can be discerned from the sales of automated
materials handling equipment, which have been growing steadily in recent years. The
reasons for this general sales growth include potential improvements in productivity,
order accuracy, reduced space requirements, increased volume capacity, control of
3inventory and increased customer service (Adams et al, 1996). In 2000, European
sales amounted to approximately US$2 billion and are expected to grow at a rate of
3.2% per annum (Frost & Sullivan, 2001). Within this overall sales increase, it is
interesting to note that storage equipment such as automated storage and retrieval
systems (AS/RS) are expected to continue to experience the most rapid growth.
Carousels and robotic devices are also expected to grow at above average rates, with
conveyor systems maintaining their share of the market. Overhead conveyor systems
and automated guided vehicles (AGVs) are expected to lose market share, with
growth expected at or just above the general level of inflation. This overall growth
trend is supported by global figures that have been published showing that the average
sales increase for the top 20 materials handling system suppliers increased by 4% in
2003 and by 15% in 2004 (Modern Materials Handling, 2004 & 2005).
Whilst this growth in automation is occurring, there is also a need for supply
chains to become more agile so as to serve rapidly changing markets. Many market
places are now highly volatile and demand is difficult to predict (Christopher &
Towill, 2002). Under these conditions, the focus of supply chain management is
shifting towards service, and in particular responsiveness, as the market winner
(Mason-Jones et al, 2000). In terms of warehouse design, this may mean that such
“lean” principles as maximising space and equipment utilisation may be less
important than providing high service levels to the customer. The latter aim may well
involve pieces of equipment normally working at much lower levels than their
capacity throughput limit so that they can cope immediately with demand peaks.
4There is potential scope for automation in various aspects of warehouses serving
volatile markets. For example, A-frame dispensers, pick-to-light systems, conveyors
and sortation systems are all listed as examples of appropriate equipment for e-
fulfilment centres (Tarn et al, 2003). Whilst these may be suitable in certain
circumstances, there have been concerns expressed in the trade literature as to
whether automation can be sufficiently flexible to meet changing market requirements
(for example, Mathews, 2001 and Allen, 2003). These concerns have centred on
possible changes in throughputs and product profiles during the life of the equipment.
The inability to respond to demand variations has been supported by Kamarainen &
Punakivi (2002), who highlighted the inflexible capacity issues associated with such
systems in the e-grocery market. In that study, over-investment in picking automation
was identified as a main weakness of the business models employed. On the other
hand, research by Fernie et al (2000) has indicated that automated sortation systems
are being developed by retailers to accommodate the picking of case quantities. This
use of automation appears to be more viable for established retailers where demand
can be predicted with more confidence. This is supported by Rushton et al (2000)
who state that “high-tech” installations should be based on some assurance of long-
term demand for the products handled. The provision of overcapacity to handle peak
demands thus needs to be part of a costed marketing and supply chain plan.
Within the concept of agility, automation is viewed as having an important role in
a number of activities. For example automated sortation equipment may offer the
possibility of stockless distribution centres operated on a true cross-docking principle
(Harrison & van Hoek, 2002). This concept can be extended to incorporate
production postponement and value-added services, whereby conveyor and sortation
5equipment may be used in a cross-docking facility to direct goods to warehouse areas
where such activities as labelling, kitting and hanging may take place, without the
goods ever being placed into storage (Marvick & White, 1998). Automation may also
be viewed as offering the flexibility to handle peak throughputs at short notice,
particularly in areas where staff availability is a problem or in operations where the
use of additional staffing may result in congestion and productivity issues (Naish &
Baker, 2004).
Whilst responsiveness may be viewed as the market winner in unpredictable
markets, cost is still important as a market qualifier (Christopher & Towill, 2000). In
more stable markets, cost may in fact be the market winner (Mason-Jones et al, 2000).
With regards to cost, warehouse automation is often viewed as being cost effective in
large volume situations (Rowley, 2000). However, this has been questioned by some
research (Hackman et al, 2001), which found that warehouses using higher levels of
automation tend to be less efficient. This association was partially mitigated by size
in that this relationship was not so pronounced in large warehouses. Possible reasons
given were inappropriate selection of system types, lack of adequate system
maintenance and the difficulty of reconfiguring to changing business requirements.
The first two reasons are associated with implementation procedures and ongoing
management, whilst the last reason is associated with agility. Research into picking
automation reached similar conclusions finding that the productivity gained by
mechanisation is sufficient only to offset the higher operating costs that result from
the increased complexity of larger warehouses (Pfohl et al, 1992). The main benefit
of automation may thus be achieved in the wider supply chain (e.g. by the
6centralisation of inventory), with automation playing a key role in facilitating this by
containing costs in the resultant large distribution centres.
Previous research into the reasons for automation has indicated that service and
cost benefits are both sought by end users (Dadzie & Johnston, 1991). The major
motivations identified were to reduce material handling in the warehouse, increase
accuracy levels, improve service consistency and increase speed of service, whilst the
main decision criteria were found to be reduction in labour cost, increase in output
rate and improvement in service availability.
However, it appears that warehouse automation projects may adversely affect
service levels in the short term, with “burn-in” difficulties being experienced
(Hackman et al, 2001) leading to a “service level dip” (Naish & Baker, 2004). This is
often due to the need for substantial testing, commissioning and “snagging” (i.e. the
rectification of faults) of automated equipment. Responsiveness can be severely
affected during this early period. There have been a number of high profile instances
of difficulties with the implementation of automated warehouse projects and some of
these have led to profit warnings in blue-chip companies (Emmett, 2005).
The reasons for the difficulties encountered in some warehouse automation
projects are not clear. Drury & Falconer (2003) highlight that such projects are
normally very complex, involving a number of different systems that need to be
designed and developed in parallel, including the equipment itself, the software and
the building in which it will be housed. Naish & Baker (2004) also stress the
7importance of these interfaces, whilst emphasizing the need for realistic timescales for
the overall project.
The decision to automate is viewed as an early decision within the warehouse
design process by Rouwenhorst et al (2000) i.e. being a “strategic” decision that will
have a long-term impact on the facility. Step-by-step warehouse design processes,
based on business requirements and data analysis leading to the decision as to whether
to automate, are described in Rushton et al (2000) and Rowley (2000). Interestingly,
only the latter includes a specific step on examining flexibility issues (i.e. “simulation
of the proposed warehouse with different volumes”, p.4) and this is the final step in
the process.
Overall, there are some conflicting findings on the effectiveness of warehouse
automation in terms of both responsiveness and cost. In order to understand how
warehouse automation may, or may not, aid the provision of agility in a cost effective
manner, there is a need for further research in this area. The purpose of this paper is
to explore the reasons for, and nature of, warehouse automation implementations in
order to assist this understanding. In particular, the research described below sets out
to explore:
- why companies automate and the concerns that they may have in doing so: to
compare with the reasons given in the literature (e.g. Adams et al, 1996) and
to update the research undertaken 15 years ago in the USA by Dadzie &
Johnston (1991);
8- how companies automate and how long such implementation projects take: to
explore this area, for example in relation to the normal steps described for
warehouse design (as per Rouwenhurst et al, 2000, Rowley, 2000, and
Rushton et al, 2000);
- why certain projects were successful, and others not, in terms of successfully
maintaining the ongoing operations and keeping to time and cost budgets: to
develop understanding in this area.
By exploring these questions, it is intended to provide a better understanding of
the role of warehouse automation within supply chains, particularly in the light of
concerns expressed about the potential impact on customer service levels and longer
term flexibility.
Research Method
The research was undertaken in two parts. The first part comprised semi-structured
interviews with eight companies in order to understand the main steps and issues
involved in warehouse automation projects. These companies were selected to
provide the viewpoints of a number of stakeholders in such projects, namely four
consultancy firms, two materials handling systems suppliers, and two end user
companies.
These interviews, together with the relevant literature, were then used to compile a
survey questionnaire. This questionnaire was sent out to members of the Warehouse
9and Materials Handling Forum of The Chartered Institute of Logistics and Transport
(UK), who facilitated this survey. The members were selected on the basis of those
who had previously indicated that they would support a study of this nature. A total
of 32 questionnaires were sent out by post and 19 useable responses were received.
This represented a response rate of about 60%. The survey questionnaires were
followed up by telephone where information was missing or where any clarification
was needed of the responses. A number of the responses covered more than one
project and, in total, information was obtained on 27 warehouse automation projects.
Although this is a small sample in terms of the quantitative analysis that can be
undertaken, it is not an insignificant number in terms of warehouse automation
projects. Precise information in this regard is difficult to assess, but, as an indication,
the UK warehouse automation market has been estimated to be worth approximately
£254 million in 2000 (Frost & Sullivan, 2001). On contacting one automation
company, an average value per project was given as £3.9 million. This would mean
that the sample represents approximately 5 months of the UK spend on warehouse
automation. Viewed another way, as most of the projects were completed within
about 4 to 5 years of the survey, the sample would therefore be in the region of 10%.
This is a very approximate estimate but provides an indication of the relevance of the
sample. Owing to the relatively small absolute numbers in the sample, descriptions
and comments were also requested from the respondents to provide a qualitative
insight into their decisions and views.
The respondents were from a range of sectors and held various positions, as set
out in Table I. All of the respondents were involved in different projects.
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[Take in Table I]
Some of the consultancy firms supplied more than one questionnaire response,
giving the total of 27 separate warehouse automation projects for which information
was obtained. These projects covered a range of industries as set out in Table II.
[Take in Table II]
Many of the projects were in new buildings (13 projects), some were new
automation projects within existing buildings or extensions (12 projects), and the
remainder were modification projects to existing automated equipment (2 projects).
The types of automation comprised storage (included in 17 projects), material
movement (11), sortation (10), order picking (9) and unloading / loading systems (5).
Many projects included a number of these different aspects.
The initial interviews with consultants, materials handling suppliers and end users
provided the generic steps of warehouse automation projects. These steps may be
grouped into pre-project, implementation and post-project phases, as set out in Figure
1.
[Take in Figure 1]
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The pre-project phase includes the design steps up to the point of obtaining Board
approval for the capital sums involved and formal agreement to proceed with the
project. The steps undertaken by the interviewees were broadly in line with the
design methods described by Rouwenhurst et al (2000), Rowley (2000), and Rushton
et al (2000).
The implementation phase then starts with forming the project team and setting in
place all of the budgetary and control procedures. This phase includes the purchasing
and manufacturing of the equipment, any building works, software development and
full installation, testing and commissioning, up to the point of “going live” (i.e. when
the equipment is first used operationally). Normally, the supplier was selected by
tender during this phase, although sometimes the supplier (or systems integrator) was
selected at the pre-project stage and the whole project developed with them.
The post-project phase includes the build-up of throughput to full capacity and the
elimination of all faults, leading to final acceptance by the client (often payment is
staged, so that this final acceptance would trigger the final payment for the
equipment). Subsequently, a follow-up evaluation may be conducted to ensure that
the equipment is still working to specification and to identify any modifications that
may be required as a result of changes to such factors as throughputs, product sizes
and order characteristics.
The three phases formed the basis of the questionnaire structure, with the research
questions being drawn from key issues highlighted during these steps. The
questionnaire was ten pages long, and was set out as follows:
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 General information about the company and project (6 questions);
 Decision factors (6 questions);
 Pre-project stage (5 questions);
 Implementation stage (18 questions);
 Post project stage (12 questions).
Most of the questions were set out in tick box format, but, where appropriate,
spaces were left for respondents to write their answers (for example, their views on
the main lessons learned from the project).
Results
Reasons for automation
In the pre-project phase, the questionnaire explored why companies automate and
what concerns they may have with automation.
The prime factor that brought about the need for automation was the requirement
to accommodate growth, as shown in Table III. There was thus a business need in
terms of capacity and it was decided by the respondents that automation was the best
way to meet this need. For example, one respondent stated that the reason for
automation was “to prolong the operational life of a distribution centre, thereby
delaying the need to close”. The next two factors, those of cost and service, indicate
that companies believe that automation can, in the correct circumstances, meet both of
these potential “market winning” criteria. The fourth factor, that of reducing staffing
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levels, may be driven by a number of factors, such as productivity, head-count,
industrial relations or staff availability. The latter was mentioned during a number of
the initial interviews as an issue at key distribution centre sites in the UK.
[Take in Table III]
These results shed new light on the findings of the Dadzie and Johnston (1991)
survey, in which the accommodation of growth did not feature as a motivation for
automation. Reduction in materials handling, increased accuracy, improved speed,
and improved consistency of service were the four motivations given in that survey.
However, the statement “Ability to increase output rate” was agreed, or strongly
agreed, with by 95.2% of the respondents in that study as one of the “criteria used in
the decision to automate”, and therefore the motivation may have been relevant at that
time, even though the survey questions did not bring it out as a key factor. Both
studies do appear to support both cost and service reasons for automation.
Concerns
Staffing issues were considered to be very important as regards the change in culture
that may be associated with automation (see Table IV). For example, one company
recognised that there was a need to “fully involve the whole workforce in testing and
preparing procedures” so that there would be “ownership” of the automation project.
Interestingly, a further concern was the fear of the technology not working, in spite of
the maturity of most automated systems. On the cost side, there was a concern about
the high capital investment involved, whilst on the service side there was some
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anxiety about the lack of flexibility. The fear of a service level dip was recorded for
just three projects, and this aspect is examined further later in this paper.
[Take in Table IV]
How companies automate
Projects normally have a Project Manager (who is responsible for the operation of the
project on a day-to-day basis) and a Project Sponsor (who is responsible to the
company’s senior executives for the successful outcome of the project). Most of the
warehouse automation projects in the survey were sponsored at Director level,
indicating that they were regarded as major projects by the companies. This is in line
with the success criteria identified for other major supply chain projects, such as
major information technology implementations (Favilla & Fearne, 2005). Most of the
projects were sponsored by the Logistics or Distribution Director, whilst four were
sponsored by the Managing Director, as shown in Table V. This level of sponsorship
matches the investment and service level importance, as well as the cross-functional
nature of the projects, mentioned in the literature.
[Take in Table V]
The high-level design of the project is set out in the operational specification.
This document normally includes outlines of the automated equipment, buildings,
layout, software requirements, operational processes, manual interfaces, maintenance
regimes and capital / operating costs. The operational specification of the projects
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surveyed was normally completed by a combination of in-house staff together with an
equipment supplier, consultancy firm and/or a systems integrator (i.e. a company that
takes prime responsibility on the contract for providing a working system that may
involve a number of different equipment suppliers). Sometimes, all of these types of
company were included in the team. The in-house staff were normally drawn from a
range of functions, including logistics planning, operations and information
technology (IT) departments. Occasionally, a third party logistics provider (3PL) was
also part of the team, as set out in Figure 2.
[Take in Figure 2]
A formal tender procedure was used in 22 out of the 25 projects (for which
answers were received for this question), with the tender being sent out to an average
of 3 to 4 suppliers (2 suppliers being the minimum number recorded and 8 suppliers
the maximum). These respondents were asked to list their key selection criteria (see
Table VI). A wide range of criteria was used, with cost and experience being the two
most common.
[Take in Table VI]
Particularly for complex projects, the equipment suppliers and systems integrators
who were interviewed expressed the view that they could bring much more added
value to the project by working with clients from the outset in developing a solution
with them, but this approach only seemed to be used in two of the projects. They also
mentioned their preferred approach of responding to performance requirements, rather
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than to tenders that specified particular equipment in detail, as this reduced their scope
for innovation. This was not explored within this survey, but could be part of a
further exploration of what constitutes a successful project.
Warehouse automation projects tend to be complex by nature and, therefore,
appropriate for computer simulation. Such simulation can be used to test the
operation and identify potential bottlenecks (Vega, 2004), as well as simulating how
the operation would continue to operate in the case of breakdowns (e.g. to assess the
impact of one stacker crane failing in an AS/RS installation). In the projects
surveyed, computer simulation was used in 7 of the projects at the pre-project stage
and 11 during the implementation phase. In total, simulation was used in 13 of the 23
projects for which answers were received. The simulation tended to be used to
examine particular aspects of the operation. For example, one respondent stated that
simulation was used “as part of the debugging exercise after implementation”.
To summarise the way that companies automate, they are typically sponsored at
director level, involve multi-disciplinary and multi-company teams, utilise formal
tender procedures, select suppliers based on a range of selection criteria, and often
support the design with the use of computer simulation tools. Warehouse automation
projects are thus generally set up and run as major projects within the companies.
Project timescales
The project length was defined in the survey as from the start of planning for the
project to the project going live. This averaged 20 months, with a range from 5
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months for the shortest to 39 months for the longest project. The overall profile is
shown in Figure 3. These timescales were generally within the anticipated lengths of
the projects, with 22 of the projects being reported as on time, and 2 being late. The
projects were thus generally well planned and controlled, and this appears to be
supported by the corresponding cost responses, with 21 of projects being reported as
within budget, and 2 as over budget.
[Take in Figure 3]
After the “go live” date, there is normally a build-up period to the full operation of
the warehouse. For example, different product groups or geographical areas may be
allocated to the warehouse gradually so as to minimise any disruption to service. The
average build-up periods of the respondents was 3 months, with the range being from
an immediate “big bang” approach to a build-up of over one year. The approach
taken was normally a balance between realising the benefits quickly (for example, by
improving pay-back periods by releasing other assets quickly) and mitigating the
possible risks involved with becoming fully operational too quickly.
These figures give an average overall time-span from inception of the project to
full operation of nearly two years. This is a fairly lengthy time period for many
companies to plan ahead, particularly when the pay-back after this may be in the order
of 3 to 10 years (Emmett, 2005).
The impact of the projects on the ongoing operations
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There is some concern in the literature concerning the impact of automation projects
on the ongoing operation and, in fact, only 5 out of 24 projects involved no disruption
to operations (NB this question was not relevant for projects relating to new
operations). Whilst 11 of the implementations involved “minimal” disruption, 8
suffered from “moderate or extensive” disruption (as shown in Figure 4). These
findings appear to justify the concern about the technology not working, at least in the
short-term. Whilst most automated equipment types have been in existence for many
years now and are therefore fairly mature, the complexity of the projects normally
involves numerous testing and commissioning problems. Although these are
normally resolved, there can be a period when service levels suffer before the
designed benefits are achieved.
[Take in Figure 4]
The way in which the disruption is manifested can be wide ranging. For example,
one respondent described the situation as follows: “a failure to process orders,
excessive labour hours, and first time order fill reduced to unacceptable levels”.
The main reasons for disruption are shown in Table VII, with the IT system being
the most common reason cited, followed by installation of the automated equipment.
Building construction, people factors and the difficulties associated with consolidating
a number of sites are amongst the other reasons quoted. These reasons demonstrate
the different facets of automation projects and, hence, the complexity of the projects.
The successful outcome of the projects may be affected by delays or problems in any
one of these areas, as well as in the interface areas between them. For example, the
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installation of sprinkler pipes requires co-ordination between the building and storage
equipment aspects, whilst the reading of bar codes needs co-ordination between
sortation equipment and the control software. One respondent commented that “co-
ordinating the different streams can be difficult and result in phasing issues”.
[Take in Table VII]
One reason for the IT system being such a critical part of the project is the extent
of the IT changes that are normally involved with warehouse automation projects, as
shown in Figure 5. In addition to most projects involving new equipment control
systems, almost half the projects involved new warehouse management systems
(WMS) and most involved at least modifications to the company’s transaction
systems (e.g. Enterprise Resource Planning or legacy systems). Interfacing across
these various systems can be a major issue in terms of complexity, time and cost
(Higginson & Bookbinder, 2005). The software development time was often cited in
the interviews as the critical path in automation projects.
[Take in Figure 5]
The extent of the effort that may be required in the information technology area is
demonstrated by one response that related to an implementation that suffered only
minimal disruption to the ongoing operation. This respondent stated that there was
“non-stop testing over 7 months, undertaken by a dedicated IT test and
implementation team, with first phase testing done alongside programmers”.
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Looking further ahead, many of the perceived challenges to be faced in the future
related to flexibility. Six respondents cited flexibility directly, nine noted increasing
SKU ranges, and six noted the likely challenge of further reducing lead-times within
their automated environments. Another important challenge was the likely
requirement to reduce operating costs still further, cited by seven respondents.
Reasons for project difficulties
Interestingly, the two projects that were associated with extensive disruption to the
ongoing operations were the same two projects that overran budgeted costs. One of
these projects also overran on time. The only other project that overran in terms of
time suffered from moderate disruption to the ongoing operations. There thus appears
to be an association between these implementation “success” factors (e.g. time
overruns causing disruption, or badly managed projects resulting in poor performance
in each of these areas).
An inspection of the results does not show any apparent relationship of these
“success” factors to many of the project attributes mentioned, such as the respondent
category (e.g. consultant), nature of the project (e.g. greenfield site), equipment type
(e.g. sortation), sponsor, operational specification team, or the use of simulation.
However, there are two attributes that may be related. Firstly, the reasons for
automation were given as “to reduce operating cost” and “to reduce staffing levels”
for both of the sites that had major disruption. Cost reduction was also associated
with 4 sites that experienced “moderate” disruption, but only two sites that had
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“minimal” disruption, and zero sites that had “no” disruption. The sample size does
not allow a statistical correlation to be established, but this may warrant further
research. Inspection of the responses from the two problem sites appears to indicate
other aspects associated with a concentration on cost reduction, such as one using “the
acceptance of penalty clauses” as a criterion for supplier selection. Statements from
respondents at the two sites also referred to “completely unrealistic expectations, with
no validation” and “expectations were too high”. Unrealistic cost benefit analyses
thus also appear to have been associated with these two sites.
The second attribute that may be related to disruption is that of the project and
implementation timescales. The two sites that suffered extensive disruption had an
average project time-span of 7 months and “ramp up” of less than a month, compared
to the overall averages of 20 months and 3 months respectively. This contrasts to the
sites that had no disruption, which had an average project time-span of 20 months and
a “ramp up” of 1 month (i.e. much closer to the overall averages). Owing to the wide
range of project types (and hence complexity), it is difficult to provide firm
conclusions from this sample size, but this appears to support the importance of
setting realistic timescales mentioned in the literature (Naish & Baker, 2004).
Interestingly, the two companies that listed implementation capability as a key
selection criterion suffered only minor or no disruption.
The survey also asked about lessons learned from the projects. The pitfalls to
avoid that were mentioned for the two projects that appeared to have gone wrong
were around the need for good initial planning. The advice included:
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 “Plan, plan some more”.
 “Plan it, scrutinise it, criticise it, refine it – on paper before you put it
in. One month additional planning will save six months post-
implementation headaches. Difficult to debug system that has been
badly engineered”.
The benefits of longer timescales than planned were also mentioned by four other
respondents, and thus these qualitative comments appear to reinforce the importance
of setting out realistic timescales for warehouse automation projects.
Other lessons learned that were mentioned more than once were:
 Equipment commissioning: the importance of test scripts, leverage on
supplier, phased approach (5 projects)
 Involvement and training of operational staff (5 projects)
 Attention to system interfaces and testing (3 projects)
 Clear responsibilities (3 projects)
 Key performance indicator monitoring (3 projects)
Many of these lessons stemmed from the desire to minimise any “service level dip”
that may occur in any such future projects.
One respondent, who suffered no disruption to the ongoing operation, stated that
this was achieved by developing a “very detailed plan of how the operation would
continue as each new piece of equipment was installed, and each old part dismantled”.
Conclusion
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Whilst both improved service and lower costs are significant reasons for companies to
implement warehouse automation, it is the imperative of the need to accommodate
growth that is found to be the main reason. There are various factors that may lead to
an increased scale of operation, such as business acquisitions, inventory
consolidation, product range proliferation and the increased safety stock associated
with lengthy global supply chains. In such circumstances, the literature indicates that
automation is a means of achieving the necessary throughput at high levels of speed
and accuracy, whilst maintaining costs at an acceptable level. The accommodation of
growth as an additional major reason for automation extends the understanding of this
area from that set out by Dadzie & Johnston (1991).
The large number of steps involved in automation projects reflects the inherent
complexity of such projects, but the process that has evolved appears to be fairly
successful in keeping projects on time and within budget. There is however a real risk
of a “service level dip” and this needs to be addressed in the planning process.
Although there are formal planning processes in place for most automation projects,
these appear to be focussed chiefly on the installation of the new equipment rather
than on the management of the ongoing operation. In fact, only one survey response
mentioned a detailed plan for the ongoing operations (and that project was one that
had no “service level dip”). This may be an area that needs to be addressed by
practitioners.
The implementation of warehouse automation frequently involves fairly lengthy
projects (averaging 20 months) and often requires substantial build-up periods
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(averaging 3 months). Automation therefore needs to form part of a long-term plan,
rather than be part of a short-term response to the market. This implies that
companies need to know with some certainty their overall volumes for the facility, as
well as the likely product and order profiles. Flexibility then needs to be built into the
design so that the automated equipment can respond positively to changes that may
occur to these market requirements. This implies the need to incorporate scenario
planning in the design process (as described by Sodhi, 2003), rather than basing the
project on “the business plan”. Although it is common to undertake some sensitivity
analyses at the operational specification stage, the use of scenario planning was not
explicit in the steps mentioned. Scenario planning may thus represent a valuable
addition to the formal design process that is used and that is described in the literature
(e.g. Rouwenhorst et al, 2000, Rowley, 2000, and Rushton et al, 2000).
The results of this study indicate that there is a need to understand the strategic
role of warehouse automation:
- Automation is often motivated by the need to achieve business growth and,
from the literature, this appears to be, in particular, to gain the supply chain
benefits of inventory centralisation whilst maintaining costs in the resultant
large distribution centres at acceptable levels.
- Automation may involve flexibility risks and thus scenario planning needs to
be undertaken at the business requirements stage, involving such principles as
demand chain management (i.e. integrated decisions taking into account
marketing and supply chain factors concurrently).
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- Automation may also involve service levels risks and these need to be fully
addressed in the planning for the management of the ongoing operation, as
well as in the time allowed for “snagging” the automated equipment. Realistic
timescales appear to be an important pre-condition to avoiding any “service
level dip”.
In summary, it appears from industry figures that the adoption of warehouse
automation is continuing to grow and, from this research, the main reasons are
associated with growth, cost and service. There are however real concerns about
disruption to the ongoing operation in the short term and the degree of future
flexibility in the longer term. Further research is required in these areas to explore
the key characteristics of successful implementations and to understand how (and to
what extent) warehouse automation can be designed to provide responsiveness to
rapidly changing market conditions.
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Figure 1: Typical warehouse automation project steps
Business requirement
Analysis of automated and conventional options
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Table I: Respondent Profiles
35
Industry Number of automation projects
Retail 5
Food / drink 5
Automotive 2
Electrical / electronics 2
Music 2




Table II: Industry Profiles of the Automation Projects
36
Factors Number of projects
To accommodate growth 14
To reduce operating cost 11
To improve customer service 11
To reduce staffing level 6
To consolidate inventories 4
To improve accuracy 3
To increase stock rotation 1
To improve image 1
Table III: Prime factors that brought about the need for automation
37
Factors Number of projects
Issues concerning the change in culture 9
Fear of technology not working 8
Flexibility 8
High capital cost 7
Fear of service level dip 3
Internal politics 1
Table IV: Major concerns about warehouse automation
38
Project sponsor Number of projects
Logistics / Distribution Director 11
Managing Director 4
Operations Director 3
Other Director or Board 4
Manager level 2
Table V: Project Sponsor
39
Selection criteria Number of projects
Cost 18
Experience / track record 13
Technology offered 8
Relationship with supplier 8
Understanding of requirements 4
Quality and reliability 3
Design flexibility 3
Implementation capability 2
Various (namely culture, interest shown,
system design capability, software skills, WMS
capability, standardisation opportunities, trial
systems, late penalty clauses, and follow-up
engineering provision)
1 each
Table VI: Supplier selection criteria
40
Factors Number of respondents
IT system 6
Equipment installation 5
Consolidation of sites 2
Building construction 1
Impact of new technology on people 1
Failure of system to work on time 1
Equipment not performing to
specification
1
Extended hand-over time 1
Table VII: Reasons for disruption to the ongoing operation
